
 

 

 

Bedienungsanleitung / Handbuch / Datenblatt 

Sie benötigen einen Reparaturservice für Ihren Etikettendrucker 

oder suchen eine leicht zu bedienende Etikettensoftware? 

 

Wir helfen Ihnen gerne weiter.  

 

Ihr Partner für industrielle Kennzeichnungslösungen 

 

 

 

 

  

 

 

 

 

 

 

 

Drucksysteme Janz & Raschke GmbH  
Röntgenstraße 1 

D-22335 Hamburg 
Telefon +49(0)40 – 840 509 0 
Telefax +49(0)40 – 840 509 29 

 
kontakt@jrdrucksysteme.de  

www.jrdrucksysteme.de 

 

 



 

 

 

Bedienungsanleitung / Handbuch / Datenblatt 

Maßgeschneiderte Lösungen für den Etikettendruck und die Warenkennzeichnung 

Seit unserer Gründung im Jahr 1997, sind wir erfolgreich als Partner namhafter Hersteller und als 

Systemintegrator im Bereich der industriellen Kennzeichnung tätig. 

 

Unser Motto lautet:  

So flexibel wie möglich und so maßgeschneidert wie nötig. 

Ich stehe mit meinem Namen für eine persönliche und kompetente 

Beratung. Wir hören Ihnen zu und stellen mit Ihnen eine Lösung 

zusammen, die Ihren individuellen Anforderungen entspricht. Für Sie 

entwickeln unsere erfahrenen Techniker und Ingenieure neben 

Etikettiermaschinen, maßgeschneiderte Komplettlösungen inklusive 

Produkthandling, Automatisierungstechnik und Softwarelösung mit 

Anbindung an Ihr Warenwirtschaftssystem. 

Ich freue mich von Ihnen zu hören.  

Bis dahin grüßt Sie  

Jörn Janz 

 

 

 

 

Hier finden Sie Ihren Ansprechpartner: 

http://www.jrdrucksysteme.de/kontakt/ 



To connect printer to computer

To connect printer to network
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8 Install printer driver

Connect USB cable when prompted
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Printer Online

CONFIGURATION
2. MAINTENANCE

MAINTENANCE
1. PRINT TEST PAGE

PRINT TEST PAGE
2. PQ PLOT

(Config)
(Select)

Load 4” x 4” or larger labels . 
Select the media type in the EWS Diagnostics page. 

7 Print test label

Sample PQ plot
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Verify the following on the PQ plot:

1 • Lines are printed in the order yellow, black, cyan, black and magenta.
• Lines are clearly defined with no white dots or streaks.
• Vertical dashed lines are straight.

2 • Bars are printed in the order yellow, black, cyan, black and magenta.
• Bars are clearly defined with no white dots or streaks.
• No color mixing in the bars.

3 • Text is sharp, crisp, and legible.

4 • Lines are printed in the order yellow, black, cyan, black and magenta.
• Lines are clearly defined with no white dots or streaks.

DHCP is enabled by default. If it is not available, 
see “Additional Networking Information”.
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Start 1 Remove tapes

2 Connect power
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NOTE: 
Please ask your reseller for the 
printer driver software.
Also check with your reseller 
about warranty registration.
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Missing Printhead 

Choose display language

LANGUAGE
1. English

For other languages, press , 

LANGUAGE
1. English

(Return)
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After connecting power for the first 
time, press Config to set the display 
language for the control panel.
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3 Install ink cartridges
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4 Install printhead
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Missing Printhead

CONFIGURATION
3. PRINTHEAD

PRINTHEAD
2. REPLACE

Open printhead latch fully

Remove caps

NOTE: Keep the orange cover. You will 
need it to cap the printhead if it is 
removed from the printer. 

Remove printhead from packaging

Wait for printhead latch to be 
released. It will pop open. 
DO NOT force it open as it may 
break.

(Select)

(Config)

ink couplings
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electrical contacts

nozzles

Do not touch the ink couplings, electrical 
contacts, or nozzles.

No less than 45°

f

Check that ink is flowing through the 
tubes on both sides of the printhead.
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5 Install unwinder 
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Rear rubber feet of printer fit into holes 
on base of unwinder.

Insert media until it stops. 
Wait for printer to load media.
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6 Load media 



i

Slot
Flat side

Slot
Curved side


