
 

 

 

Bedienungsanleitung / Handbuch / Datenblatt 

Sie benötigen einen Reparaturservice für Ihren Etikettendrucker 

oder suchen eine leicht zu bedienende Etikettensoftware? 

 

Wir helfen Ihnen gerne weiter.  

 

Ihr Partner für industrielle Kennzeichnungslösungen 

 

 

 

 

  

 

 

 

 

 

 

 

Drucksysteme Janz & Raschke GmbH  
Röntgenstraße 1 

D-22335 Hamburg 
Telefon +49(0)40 – 840 509 0 
Telefax +49(0)40 – 840 509 29 

 
kontakt@jrdrucksysteme.de  

www.jrdrucksysteme.de 

 

 



 

 

 

Bedienungsanleitung / Handbuch / Datenblatt 

Maßgeschneiderte Lösungen für den Etikettendruck und die Warenkennzeichnung 

Seit unserer Gründung im Jahr 1997, sind wir erfolgreich als Partner namhafter Hersteller und als 

Systemintegrator im Bereich der industriellen Kennzeichnung tätig. 

 

Unser Motto lautet:  

So flexibel wie möglich und so maßgeschneidert wie nötig. 

Ich stehe mit meinem Namen für eine persönliche und 

kompetente Beratung. Wir hören Ihnen zu und stellen mit Ihnen 

eine Lösung zusammen, die Ihren individuellen Anforderungen 

entspricht. Für Sie entwickeln unsere erfahrenen Techniker und 

Ingenieure neben Etikettiermaschinen, maßgeschneiderte 

Komplettlösungen inklusive Produkthandling, 

Automatisierungstechnik und Softwarelösung mit Anbindung an 

Ihr Warenwirtschaftssystem. 

Ich freue mich von Ihnen zu hören.  

Bis dahin grüßt Sie  

Jörn Janz 

 

 

 

 

Hier finden Sie Ihren Ansprechpartner: 

http://www.jrdrucksysteme.de/kontakt/ 
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ACH-CAT / ACH-MC / ACH-RRC 
 

Adjustable Core Holder for "CAT, "UCAT", "MC" & RRC Label Rewinder, Unwinder 
& Reel-to-Reel Counter 

 

• Three convenient Lock Levers 
 
• Use any Core Size 25mm to 101mm 

(1" to 4") 
 
• Core Widths up to 155mm (6") for 

CAT/UCAT and 115mm (4.5") for MC 

 

 
 

CAT-3-ACH 

 

 
 

MC-11 
 

Remove all parts from the shipping container and verify contents 
 

PACKAGE CONTENTS: 
 

• User Manual (this document) 

• ACH Adjustable Core Holder 

• Allen Wrench 

● KEEP MANUAL IN A SAFE PLACE FOR FUTURE REFERENCE ● 

 
SET-UP: 
 
The ACH Adjustable Core Holder is supplied fully assembled, ready to use. An Allen Wrench is also included. 
 
• If your LABELMATE Label Rewinder or Label Unwinder as a standard Vanes-style Core Holder on it or a Quick-Chuck Core 

Holder, loosen the Allen screw, remove the Core Holder and set it aside. 
• Slide the Hub for the ACH over the motor Shaft of the Label Rewinder or Unwinder. Position the Hub so there is a gap 

between the ACH Hub and the Rewinder or Unwinder Drive Unit Case. 
• Using the supplied Allen Wrench, tighten the Allen screw in the Hub onto the flat side of the motor Shaft until it is snug. Your 

ACH is now ready for use. 
 
USE: 
 
1. Loosen the three (3) Lock Levers on the back of the ACH Flange Plate. 

2. Grasp the front Flange Plate with one hand and the rear Flange Plate with the other. 

3. Rotate the Plates in opposite directions until the three (3) Core Fingers move to the centre of the ACH next to each other. 

4. Slide an empty cardboard core only partway (about 50mm / 2") over the Fingers. 

5. Now rotate the Flange plates in opposite directions to expand the Fingers against the inside of the cardboard core. While 
you hold the Flanges so the Fingers are against the inside of the core, rotate one of the Locking Levers clockwise until it is 
snug. DO NOT OVER TIGHTEN. 

6. Move the other two (2) Locking Levers to the LOCK position. DO NOT OVER TIGHTEN. 

7. Now slide the core all the way on up against the inside Flange. If the core is too tight, loosen the Lock Levers and try again 
sliding the core a little further over the Fingers to yield less tightness. 

8. Refer to your Rewinder/Unwinder User Manual if needed for operation of the unit itself. 

9. When rewinding is finished, place the Rewinder or Unwinder (DIRECTION) switch in the centre, OFF, position. 

10. Slide the cardboard core and the label roll off the ACH. 

LABELMATE LLC 
69 AVENUE ALPHONSE XIII, 1180 BRUSSELS, BELGIUM 

TEL: +322.375.69.60 – FAX: +322.375.38.96 
brussels@labelmate.com 

www.labelmateeurope.com 
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